ALTERNATE LOCATION FOR PROPOSED

PROPOSED OR EXISTING OR EXISTING INLET AND OUTLET PIPE.

INLET AND OUTLET PIPE D ‘_'
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EDGE OF PAVEMENT f- ¢ TRENCH
1 172 HOT-MIX .ASPHALT
[TSEE NOTE 1 /— SHOULDER

AGGREGATE

SLOPE_vaRiES

CONCRETE PAVEMENT

HOT-MIX ASPHALT

BASE COURSE
SUBGRADE AGGREGATE —
(SEE NOTE 3)

24" MEASURED
FROM TOP OF
BASE COURSE

PIPE UNDERDRAIN FILTER FABRIC
PERFORATIONS TRENCH LINING
ARE TURNED DOWN (SEE DETAIL OF

FILTER BELOW)

SHOULDER

IF SHOWN ON PLANS

25
£0B0]

EXISTING OR PROPOSED
SIDE SLOPE

1’6" (MIN. COVER
QVER FABRIC!

CONCRETE
SLOPED
HEADWALLS

OF TYP
REOUIRED

{SEE DETAIL

A FQOR PIPE
CONFIGURAT[ON)

2'-0" T0

TRENCH AND BACKFILLED WITH CLASS S] CONCRETE.

3. THE UPSTREAM END OF EACH SLOTTED PAVEMENT DRAIN, 12“ DIA,
INSTALLATION SHALL BE SEALED WITH A WELDED END PLATE IN
ACCORDANCE WITH MANUFACTURERS SPECIFICATIONS, UNLESS
CONNECTED TO A DRAINAGE  STRUCTURE.

4. DEPTH OF SLOT CAN BE VARIED FROM 6 MINIMUM TO 12 MAXIMUM

SECTION D-D 10 INCREASE SLOPE OF PIPE AS DETAILED FOR EACH SITE.
5. WHEN THE CONCRETE ENCASEMENT FOR SLOTTED PAVEMENT DRAIN
DETAIL OF SLOTTED PAVEMENT DRAIN 15 WITHIN 3 FEET OF THE PAVEMENT, REPLACE THE GORE SURFACING

APPROVED

WITH CLASS SI CONCRETE 8 IN. DEPTH.

PIPE UNDERDRAIN FILTER FABRIC OF
EDGE OF MAINLINE PAVEMENT
PLAN PIPE | SINGLE ] DOLBLE TYPE REOUIRED PIPE UNDERDRAIN, (SPECIAL)
FLAN DA, OF TYPE AND SIZE
D | TRENCH | TRENCH BRALLS
o MAINLINE PAVED GORE AREA RAE\MP : qum-I WIDTH
MAINLINE PAVED GORE AREA RAMP PAVEMENT PAVEMEN T T
CONCRETE PAVEMENT 6'-0"DES) _, _ 3'-0"DES) PAVEMENT SUPERELEVATION e 12" 20" DETAIL OF PIPE UNDERDRAIN (FILTER FABRIC)
PAVEMENT OR 3-0"(MIN.} 1'-0“tMIN.) 3 -0"(MIN.} 6" 147 24
HOT-MIX ASPHALT GORE L & NOTE 4 PAVEMENT " " "
OVERLAY SEreacie |, cone SUPERELEVATION SURF ACE 8 16 28
F SURF ACING
4% MAX, AN
~ ' R 87 MIN. OVERLAP PIPE_UNDERDRAIN
7 T - e & ik, e St
. S e N FINAL COVER i i T
5T |_VARIES * —J—<-LAYER OF FABRIC e Z
~ MITE'S - feq%———mnm COVER
LA s conrere SECTION E-E LAYER OF FABRIC AN\
DR i VEMENT o RAMP ON OUTSIDE OF N s i 90° ELBOW PIPES
SECTION A-A SUPERELEVATED MAINLINE SECTION s ) )
—— PIPE UNDERDRAIN OF TYPE
o S S BT
A A
(CLASS S CONCRETE PROPOSED OR EXISTING MAINLINE PAVED GORE AREA RANP TURNED. DOWN TYPE REOUIRED
=L XA Baa PRV
RIS 6-0"ES) . VARIES 40" DETAIL OF FILTER DETAIL A
SARUARERUAR I S 3 0UMIN.Y -0 MY S ROTE 3 ——
| —— PROPOSED OR EXISTING 77 MAX.
INLET AS SHOWN ON THE ROLLOVER
PLANS a7, MAX.
J- ",. ‘.'v. e e r—CUT FLUSH o u 2 \‘\\"
\ - —_ \ 3% MAX, = NOTES FOR PIPE UNDERDRAIN
o NG e -y g (FILTER FABRIC)
DRAIN, 12°¢ ELBOW ANy PLANS piN
AY 1. WHEN LOCATED ALONG EXISTING PAVEMENT THE CENTERLINE
CLASS $I A2 OF THE PROPOSED PIPE UNDERDRAIN SHALL NOT BE CLOSER
CONCRETE o A o RS YA g Lo - THAN 2'-9" TO THE EOGE OF EXISTING PAVEMENT.
- 4:1 MAXIMUM FOR REHABILITATION
SECTION B-B .1 u E o 2. AT OUTLET LOCATIONS, PIPE UNDERDRAINS SHALL SEPARATE
#* 4% DESIRABLE FOR NEW CONSTRUCTION SUFFICIENTLY TO PROVIDE SPACE FOR TWO END SECTIONS
1051 MAXIMUM FOR NEW CONSTRUCTION TO BE CONNECTED SEE DETAIL A. ADDITIONAL GRANULAR
451 MAXIMUM FOR REHABILITATION SECTION C-C BACKFILL AND FILTER FABRIC SHALL BE INCIDENTAL TO PIPE
I UNDERDRAIN, (SPECIAL) OF TYPE AND SIZE REQUIRED.
PAVED GORE AREA RAMP
PAVEMENT PAVEMENT 3, SUBGRADE AGGREGATE SHALL CONSIST OF A 3" AND VARIES CA-6
*-0" OR 12°-0 . VARIES . VARIES _, 40" CAP ABOVE A PGE BASE, THICKNESS AS NOTED IN THE PLANS.
% NAX NORMAL SHOULDER WIDTH | | SHOULDER
ROLLOVER 7% MAX, .
& BITUMINOUS SURFACE OF TYPE AND ROLLOVER NOTES FOR SLOTTED PAVEMENT DRAIN:
N ” THICKNESS SHOWN ON PLANS
S~ PAVEMENT 1. SLOTTED PAVEMENT DRAINS SHALL BE 12" DIA. 16 GAUGE, FULL
SURFACE BITUMINOUS COATED WITH PAVED INVERT UNLESS OTHERWISE SPECIFIED.
2. SLOTTED PAVEMENT DRAINS SHALL BE INSTALLED IN A CONTOLRED
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